
If you are using a printed copy of this procedure, and not the on-screen version, then you MUST make 
sure the dates at the bottom of the printed copy and the on-screen version match. 

The on-screen version of the Collider-Accelerator Department Procedure is the Official Version. 
Hard copies of all signed, official, C-A Operating Procedures are kept on file in the C-A ESHQ 

Training Office, Bldg. 911A. 
C-A OPERATIONS PROCEDURES MANUAL 

 
 

ATTACHMENT 
 
 

8.33.c     J10 Power Supply Tap Change Check Off List  
 
 

Text Pages 2  
 
 

C-A OPM Procedures in which this Attachment is used. 
8.33   

   
   

 
 

Hand Processed Changes 
  
           HPC No.  

 
        Date 

 
   Page Nos. 

 
    Initials  

        ____________ 
 
_ ___________ 

 
_ ___________ 

 
_ ___________ 

        ____________ _ ___________ _ ___________ _ ___________ 

        ____________ _ ___________ _ ___________ _ ___________ 

        ____________ _ ___________ _ ___________ _ ___________ 

    
 
 
 
 

 
 

Approved: __________Signature on File__________________    _____ 
                                                 Collider-Accelerator Department Chairman                 Date 
 
 
 
 
P. Rosas 
 

C-A-OPM-ATT 8.33.c (Y) 1 Revision 01 
  August 13, 2003 



J10 Dump Bump Power Supply Tap Change Check Off List      
 

 
 
 
 
 
 
 

 

Warning: 
The AGS MMPS induces a high voltage back to the back leg winding. 

It is therefore required that the AGS MMPS must be locked out before entering the 
high power section of the power supply. 

 
 
1. The J10 Power Supply shall be shut down in accordance with the “J10 Power Supply SHUT-DOWN 

Check Off List” before taps may be changed.       [  ] 
 
2. Remove both side panels of the J10 power supply.     [  ] 
 
 

Warning : 
Both T2 and T3 Transformers must be in the same tap position.  Excessive 

output ripple will be produced and may blow filter bank fuses. 

 
 
 
 
 
 
 
3. Change TAP on both Transformers T2 and T3.      [  ] 
 
4. Log on bottom of sheet new tap setting for both Transformers T2 and T3.   [  ] 
 
5. Replace both side panels of the J10 power supply.     [  ] 
 
6. The J10 power supply shall be started up in accordance with the “J10 Power Supply START-UP- 

Check OFF List".         [  ] 
 
7. Log on the J10 Power Supply Logbook that the Tap Change procedure has been finished. [  ] 
 
 
 
 
NOTES: 
 
 
 
 
 
 
 
 
 
 
 

Completed By: ______________________ Tap Setting T2: __________ Tap Setting T3: __________ 
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